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Installation Instructions (PDF)

Water Systems are warranted for 5  years from date of installation. 
Warranty pertains to drinking water applications only. Non-drinking 
water applications are on covered under warranty.

ColorPlayTM Color Selection
Exclusive Unique Designer Colors available

Black Gray Brown Evergreen

Blue Red Orange Yellow

Black (BLK), Grey (GRY), Brown (BRN), Ever-
green (EVG), Blue (BLU), Red, Orange (ORN), 
Yellow (YLW)
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3/8" O.D. SUPPLY CONNECTION

#600315
VALVE ASS'Y

1/4" TUBE

#980632
INLINE STRAINER
1/4" TO 3/8" PRESS LOCK

NOTE:

VALVE ASSEMBLY DETAIL

NOTE:
UNIT MUST BE DISCONNECTED AND DRAINED DURING WINTERIZATION, 
PER THE FOLLOWING RECOMMENDED PRACTICES:

SHUT OFF WATER SUPPLY TO FIXTURE (SUPPLY STOP AND WATER •
LINES BY OTHERS)
DISCONNECT AND REMOVE IN-LINE FILTER•
PRESS AND HOLD PUSHBUTTON FOR 10 SECONDS TO ALLOW •
WATER LINES TO DRAIN

CONCRETE PAD OR 
PERMIABLE PAVER STONES

MINIMUM TO A POROUS GRAVEL FILL OR
WATER SUPPLY LINE
(BY OTHERS)

OTHERS)

(BY OTHERS)

MAIN SEWER LINE LOCATED BELOW
FROST LINE (BY OTHERS)

SERVICE SHUT-OFF VALVE (BY 

*OPEN HUB DRAIN TO BE 1-1/4" IPS

CONCRETE ANCHORS
6X 1/2"-13 UNC X 4"

(BY OTHERS)
12"

A.F.F.

1-1/2" SCHED. 40 PVC
DRAIN CONNECTION

WATER SUPPLY CONNECTION
3/8" TUBING
(LOCATION IS FLEXIBLE)

  14-3/4"

6X  9/16" THRU

BOLT CIRCLE
TYP.

12-1/2"

120.00°
TYP.

DRAWING: Rough-in Dimensions

*check with your local codes *check with your local codes


